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Sample BPA Customer Mitigation Plan Completion Form

This document is for informational purposes only and does not constitute legal advice or provide any assurance of acceptance by WECC.  BPA has taken a very conservative approach in its compliance efforts.  When in doubt, BPA reported non-compliance with requirements.  Subsequent to BPA's self-report, while preparing mitigation plans, BPA has found its compliance status with some of these requirements has changed.  This completion form has not yet been accepted by WECC.
If you would like supporting documentation for your for your submission to WECC, please contact Melanie Jackson:  360-418-2303 or mmjackson@bpa.gov or Lorissa Jones:  360-418-8978 ljjones@bpa.gov
Mitigation Plan Completion Form
Please complete a Mitigation Plan Completion form for each fully mitigated violation and return to Compliance@WECC.biz along with the supporting documentation / evidence that confirms full compliance and an Authorized Officer’s signature.
Registered Entity Name:   

     







Standard Title:   Underfrequency Load Shedding Equipment Maintenance Programs

Standard Number:   PRC-008



Requirement Number(s)
:   R2
Actual completion date of Mitigation Plan:  July 30, 2007

Please attach supporting documentation used to demonstrate compliance.
Please provide the specific location (i.e. paragraph numbers, page numbers) in the documentation / evidence submitted to verify compliance.
The file shows the report from BPA’s maintenance tracking software.  As of July 30, 2007, there were no under-frequency-load-shedding (UFLS) relays more than 25% of the maintenance interval past the target maintenance date.  BPA’s maintenance policy is to complete maintenance on all protective relays (including UFLS) within a window that ranges from plus or minus 25% of the required maintenance interval of the target due date.  In the file, the far left column shows the target due date.  The far right column shows the percentage of the maintenance interval that the maintenance is past the target due date.  As long as this number does not exceed 25%, the maintenance is in compliance with BPA’s maintenance program.  BPA’s maintenance interval for UFLS relays is six years.  The 25% window allows UFLS maintenance to be completed as much as 18 months after the target due date.
Additional Notes or Comments pertaining to this violation: 

N/A
By endorsement of this document I attest that [INSERT CUSTOMER NAME] is now in full compliance with the standard/requirements addressed in this Mitigation Plan and documentation / evidence supporting full compliance is attached for review and audit by the WECC Compliance Staff.
Authorized Officer’s Signature:  _____________________________________________________

Authorized Officer’s Name:      
Authorized Officer’s Title:      
Date:      































































� Violations are reported at the level of requirements, sub requirements are not necessary.
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