
The Daily Environmental Redispatch Retrospective

An indepth report for  

ENV DISPL
Total 

Thermal 
Generation ENV RDISP

Total Wind 
Generation MT EXPORT

(Non VER Only) (VER Only) (NOB) (COB) (NI) ( minus = import)

HE01 0 98 251 11 981 1474 1482 200
HE02 24 88 214 2 1010 1890 1117 177
HE03 62 90 264 1 1228 1986 1137 190
HE04 67 95 326 1 1246 1847 1117 233
HE05 67 97 285 4 1200 1776 1114 266
HE06 0 112 0 306 763 1726 802 310
HE07 0 122 0 358 1322 1638 1381 16
HE08 0 113 0 350 899 1507 1750 331
HE09 0 163 0 230 921 1762 1750 346
HE10 0 143 0 166 941 1516 1750 369
HE11 0 161 0 94 450 1411 1750 394
HE12 0 129 0 90 553 1070 1750 406
HE13 0 127 0 76 542 1457 1750 423
HE14 0 128 0 186 438 1614 1726 355
HE15 0 129 0 207 833 1084 1281 273
HE16 0 167 0 242 1022 1614 1275 198
HE17 0 163 0 346 1040 1806 931 220
HE18 0 126 0 372 882 1633 906 266
HE19 0 126 0 649 1099 1736 968 126
HE20 0 187 0 1027 451 1278 1494 61
HE21 0 130 0 1175 420 1316 1750 79
HE22 0 127 0 1377 411 1361 1750 108
HE23 0 116 183 1290 211 1389 1007 40
HE24 0 95 1067 284 514 1700 1026 153

Day Total (MWh) 220 2590
CUMM (MWh)* 220 2633

* Cummulative totals since May 18th.

Oregon High 12hour average percent TDG
TDG% Qspill LEVEL 1 CAP LEVEL 2 CAP LEVEL 3 CAP LEVEL 4 CAP
(TW) (Davgkcfs) (kcfs) (kcfs) (kcfs) (kcfs)

GCL 121.8 51.3 10 18 20 35
CHJ 120.1 126.1 110 120 130 165
LWG 126.4 99.5 41 61 90 125
LGS 126.4 111.4 40 56 80 135
LMN 123.2 104.0 28 55 80 180
IHR 124.0 131.5 85 100 110 140
MCN 124.3 356.0 190 200 280 330
JDA 124.2 233.5 135 177 240 450
TDA 119.4 233.3 160 181 250 360
BON 125.8 292.8 100 120 230 250

* Based on 5/18/11 14:59 spill priority table

TDG%
LEVEL 1 120
LEVEL 2 122
LEVEL 3 125
LEVEL 4 130

5/18/2011

UNUSED INTERTIE CAPACITY

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐
firm) capacity of the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling 
due to operational limits. All table values are in MWs.


