
The Daily Overgeneration Management Protocol  Retrospective

An indepth report for  

OMD
Total BPA BA
Thermal Gen

Total BPA BA
Wind Gen MT EXPORT

(Non VER) (VER) (Non VER) (NOB) (COB) (NI) ( minus = import)

HE01 0 1430 513 0 705 681 555 1786 222
HE02 0 1419 878 0 80 560 495 1771 215
HE03 0 1422 872 0 15 602 512 1715 208
HE04 0 1424 705 0 31 603 498 1750 195
HE05 0 1425 714 0 34 634 505 1850 250
HE06 0 1428 573 0 26 662 527 1891 242
HE07 0 1491 0 0 542 618 383 2000 339
HE08 0 1468 0 0 513 253 379 1763 366
HE09 0 1433 0 0 374 212 390 1614 287
HE10 0 1415 0 0 449 50 411 2000 232
HE11 0 1261 0 0 383 67 373 2000 83
HE12 0 1255 0 0 280 65 397 2000 40
HE13 0 1244 0 0 424 82 402 2000 95
HE14 0 1240 0 0 413 34 307 2000 130
HE15 0 1242 0 0 468 18 315 1609 139
HE16 0 1244 0 0 557 17 316 1875 150
HE17 0 1302 0 0 813 18 311 1764 132
HE18 0 1396 0 0 977 18 265 1585 94
HE19 0 1416 0 0 1291 17 262 1663 117
HE20 0 1393 0 0 1987 17 211 1603 101
HE21 0 1397 0 0 2149 17 245 1640 154
HE22 0 1399 0 0 2206 19 255 1628 130
HE23 0 1404 16 0 2038 43 365 1781 39
HE24 0 1391 793 0 928 588 351 1739 46

Day Total (MWh) 0 5064 0
CUMM (MWh)* 377 5064 0

* Cumulative totals since OMD actions on April 24th, 2012

Oregon High 12hour average percent TDG
TDG%
(TW)

GCL 117.9
CHJ 115.9 TDG%
LWG 122.7 % =< 120
LGS 119.9 120< % <125
LMN 121.2 125< % <127
IHR 122.6 127 =< %
MCN 121.0
JDA 120.4
TDA 118.7
BON 123.5
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OSM UNUSED INTERTIE CAPACITY

Comments:
The unused NOB, COB and NI capacities are equal to the export limit minus the  export schedule.  If there is an import on the path, this simply equals the export limit.

These unused COB and unused NOB amounts reflects the net unused non‐firm capacity made available by BPAT, and the net unused capacity (could be either firm or non‐firm) capacity of 
the other COB and NOB path owners.  The maximum limit used is the WECC path rating, which may include capacity that may not be available for scheduling due to operational limits. All 
table values are in MWs.


